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Welding Butterfly valve TYPE I (Heavy)

oD
SIZE ID L h S
ISO/3A/IDF SMS
1" 224 254 25.0 155.0 93.5 50.0
11/2" 34.5 38.1 38.0 155.0 97.6 50.0
2" 47.5 50.8 51.0 155.0 106.8 52.0
21/2" 59.5 63.5 63.5 155.0 115.9 56.0
3" 72.2 76.2 76.2 155.0 122.6 56.0
4" 97.6 101.6 101.6 155.0 135.5 64.0
Material List:
ITEM DESCRIPTION MATERIAL FEATURES:
1 Body 304/316L M Rated Pressure:  PN1.0Mpa
2 Disc 304/316L B PED97/23/EC (CE0038) Approved.
3 Sedl EPDM/Silion B I nspection Testing:API598
4 Plug Plastic B Connection:welding
5 Bolt 304 M Working temperture: -40°C~150°C
6 Nut 304
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Direction A ( 3 holes)

Direction A

Welding Butterfly valve TYPE I (Heavy)

Direction A (4 holes)

SIZE ID ob L h S
ISO/3A/IDF SMS

1" 224 254 25.0 130.0 72.3 50.0

11/2" 345 38.1 38.0 130.0 76.7 50.0
2" 47.5 50.8 51.0 136.0 86.5 52.0

21/2" 59.5 63.5 63.5 136.0 96.0 56.0
3" 72.2 76.2 76.2 135/150 102.5 56.0
4" 97.6 101.6 101.6 147/ 160 119.0 64.0

Material List:

I TEM DESCRIPTION MATERIAL FEATURES:
1 Body 304/316L M Rated Pressure: PN1.0Mpa
2 Disc 304/316L W PED97/23/EC (CE0038) Approved.
3 Sedl EPDM/Silion M Inspection Testing:API598
4 Plug Plastic B Connection:welding
5 Bolt 304 M Working temperture: -40°C~150°C
6 Nut 304
7 Muti-position 3or4holes




