
Cangzhou Changyuan Fittings Co., Ltd
Con-Well Metal Vietnam Co., Ltd

Vietnam plant: Lot 12, N11 Road, Dat Do I Industrial Zone, Phuoc Long Tho Ward, Dat Do District,  Ba Ria Vung Tau Province

Head office: No.33 Jiuhe East Road,Development Zone,Cangzhou,Hebei,China  061000
Casting&Forging Plant: No.26 Shigang Road,Development Zone,Cangzhou,Hebei,China  061000

Http://www.con-well.com    E-mail: con-well@vip.163.com; sale@con-well.com

SMS & DIN UNION SPANNER

Main Dimension: B=22mm, B1=80.5mm  L=278mm 

Surface: mirrio polishing, semi polishing, stone polishing

Material list 

Item Description Material Qty

1 Part 1- 圆螺母扳手-主体 304 1

2 Part 2-圆螺母扳手-弯钩 304 1

3 Pin- 铆钉 304 1

SMS NUT

Dimension    Size 25 32 38 51 63 76 104 106.6big 106.6big

 ΦA 51 60 74 84 100 114 138 150 154

DIN NUT

Dimension    Size DN20 DN25 DN32 DN40 DN50 DN60 DN65 DN75 DN80 DN104 DN125

 ΦA 54 63 70 78 92 99 112 120 127 148 178
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