
Cangzhou Changyuan Fittings Co.,ltd
Con-Well Metal Vietnam Co.,ltd

Vietnam plant:Lot 12, N11 Road, Dat Do I Industrial Zone, Phuoc Long Tho Ward, Dat Do District,  Ba Ria Vung Tau Province

Head office: No.33 Jiuhe East Road,Development Zone,Cangzhou,Hebei,China  061000

Casting&Forging Plant: No.26 Shigang Road,Development Zone,Cangzhou,Hebei,China  061000

Http://www.con-well.com      E-mail: con-well@vip.163.com; sale@con-well.com

DIN  Union Type Sight Glass

Dimension  list (mm)

Size A L
Type I Type II Normal type Super type Expanding type

D d D d D d D d D d

DN25 63.0 40.5 28 25 29 26 31 26 35 26 35 26 

DN32 70.0 43.5 34 31 35 32 37 32 41 32 41 32 

DN40 78.0 44.5 40 37 41 38 43 38 48 38 48 38 

DN50 92.0 46.5 52 49 53 50 55 50 61 50 61 50 

DN65 112.0 52.5 70 66 70 66 72 66 79 66 79 66 

DN80 127.0 58.5 85 81 85 81 87 81 93 81 93 81 

DN104 148.0 66.0 104 100 104 100 106 100 114 100 114 100 

Material list

Item Description Material Note

1 DIN  Nut 304

2 Bracket Gasket PTFE

3 Bracket 304

4 Glass Tempered glass Options：Regular-Tempered glass, Customized-Pyrex 
Borosillicate glass

5 DIN Male Gasket EPDM Options: NBR,SILICON

6 DIN Male 304/316/316L Options：different male type
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